10 Ton Gooseneck Dump Series

- G.V.W.R. - 25,900 #
- G.A.W.R. (Each Axle) - 10,000 #
- Coupler - 2 - 5/16” adjustable
- Safety Chain - 3/8” grade 43 with hooks
- Jack - 10,000 # drop leg
- Frame - 12” I-beam
- 12 volt self contained pump
- Elec. plug - 7-way RV
- Hydraulic scissor hoist

- Axles - 2 - Dexter-10,000 dual wheel electric brake axles
- Suspension - Slipper spring with equalizer
- Tires - ST235/80R/16” load range E
- Wheel - 6.75 x 16” 8 bolt dual wheels
- Deck - 3/16” smooth steel
- Lights - D.O.T. stop, tail, turn, and clearance
- Paint - High solids acrylic enamel
- Sides - 48” 12 ga. smooth steel

**Standard Features**
- Rubber mounted lights
- Electric breakaway
- Oil bath axles
- Spare tire mt.
- Locking tool box

**Optional Features**
- Double barn doors
- Tarp system
- Charger
- Double jacks
- Ramps with track

**Dimensions**

<table>
<thead>
<tr>
<th>Weight / Length</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
</tr>
</thead>
<tbody>
<tr>
<td>7,200 Lbs / 16’</td>
<td>192”</td>
<td>129”</td>
<td>102.5”</td>
<td>41.5”</td>
<td>96”</td>
</tr>
<tr>
<td>7,600 Lbs / 18’</td>
<td>216”</td>
<td>141”</td>
<td>102.5”</td>
<td>41.5”</td>
<td>96”</td>
</tr>
<tr>
<td>8,000 Lbs / 20’</td>
<td>240”</td>
<td>153”</td>
<td>102.5”</td>
<td>41.5”</td>
<td>96”</td>
</tr>
</tbody>
</table>

8/10/2013